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Comelit-PAC, Waterside Court, 1 Crewe Rd, Manchester, M23 9BE

Contact:
Tel: +44 (0)161 406 3400
E-mail: pacgdxcustomerservice@comelit-pac.co.uk
Web: https://pacgdx.com/

Technical Support:
Tel: +44 (0)161 406 3400 opt. 2
E-mail: pacgdxsupport@comelit-pac.co.uk

Declaration of Conformity is available on request.

Do not discard this product along with other household waste; It must be collected
and treated separately.

A. Parts •• Teile • Pièces • Piezas • Delar • Delen • Deler •
Componenti • Componentes • Osat

P/N 909020124

×1 ×1 ×4 ×1

B. Dimensions

C. Assembly

D. DIL Switch

E. Output Format

DIP Card / Token Output Format

OPS Lite PAC

OPS PAC 64

Symbols
Processed data

OPS processed data



F. Cable

G. Connections

RED +V / 12V–24V

WHITE D1 / SIG

BROWN LED

BLACK 0V / GND

Installation
1. Ensure your product comes with the items indicated in A; if not please contact your dealer.
2. If necessary, set the output format:

i. Remove and retain the self-tapping screws holding the board to the faceplate — see
C.

ii. Remove the board from the faceplate — see D.
iii. Set the DIL switches as required— see E.
iv. Use the self-tapping screws to reattach the board to the faceplate.

3. Connect the cable assembly to the reader — see F.
4. Connect the cable assembly to the controller cable — see G.
5. Use the supplied M3.5 screws to attach the reader to the back box.
6. Apply power when all readers are installed.

Notes
The reader is designed to fit within a standard 1-gang electrical back box, recommended depth
25mm or greater. Holes on the reader accept M3.5 screws.
Mount readers >1m [3′] apart, e.g. on either side of the door. Mounting on metal surfaces will
reduce the reading range.
Not recommended for outside use.
The supplied MOV (Metal Oxide Varistor, Anglia Components P/N B72207S250K101) should be
fitted across the power terminals of the lock to suppress back EMF. Any suppression diodes fitted
in the lock / lock circuit must be removed.

Tip
Output format and reader configuration can be changed without disconnecting the power supply.
The reader automatically restarts with the new configuration.

Usage
LEDs

Red Green Red /
Green

Cable Lengths
PAC door controllers only

PAC 500 Series Controllers

Power from controller Local power

7/0.2 0.22mm² 22AWG *

70m [230′] 500m [1,650']16/0.2 0.5mm² 20AWG

32/0.2 1.0mm² 18AWG

* 0.22mm²— Twist the wires and double them over before inserting them in the crimps

Specification
Reader Range Power Current

≤ 100mm [4.0″] 12V–24V DC* 120mA @ 12V

* Compatible with controllers in 12V only

Temperature
Operating • Betrieb Storage • Lagerung

-40°C — +66°C [-40°F — +151°F] -40°C — +66°C [-40°F — +151°F]

Humidity
Operating for 24 hours

10-85% RH @ 30±2°C [85±4°F]

Weight

36g [1.27 oz] 38g [1.34 oz]
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